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750 Series Guard Assembly Instructions 

STEP TO STEP GUIDE TO ASSEMBLY 

5. Exploded Diagram of components.

1.  Fit the wall frame to the wall. 2.  Slot the side panels onto the wall frame.

3.  Slide the top panel into the side panels. 4.  Fit the front panel and secure with the
     screws provided.

1 2

3 4

5 WHAT IS IN THE BOX

B

A

EC

D

F

G

Condensing Unit Guards – 750 Easy Fit Series   

List of Components 
Item Qty Descrip on 

A 1 Upper Part of Wall Frame 
B 1 Lower Part of Wall Frame 
C 1 Top Panel 
D 1 Front Panel 
E 2 Side Panel  
F 4 M8 Spring Washer 
G 4 M8 Hexagon Socket Screw 
H 4 Wall Bolt    
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750 Series Guard Assembly Instructions 

STEP TO STEP GUIDE TO ASSEMBLY 
GUIDANCE ON INSTALLATION   

HIGH-WALL MOUNTING UNITS 

Whilst this product is sufficiently robust for its purpose, it is not designed to be load-bearing, and should 
not be used to support exessively heavy items.

 

Additional base panels are available for a high-wall mounted installation, these should be installed before
fitting the front panel and is installed in the same was as the top panel.

FREE STANDING, FLOOR-MOUNTING UNITS

Additional back panels are available and can be fitted for a free-standing, floor-mounting option.  This simply 
replaces the wall frame and is secured with nuts, bolts and washers.

     

DIMENSIONS

Model   Height

CG-750S  950mm 1150mm   

Width

750mm

Depth Height

920mm 1120mm   

Width

740mm

Depth

  Dimensions (External)  Dimensions (Internal)  

Weight

25kg CG-750-BPM   

Base Panel

CG-750-FPS

Back Panel

CG-750M  1150mm 1150mm   750mm 1120mm 1120mm   740mm 27kg CG-750-BPM   CG-750-FPM

CG-750L  1450mm 1150mm   750mm 1420mm 1120mm   740mm 35kg CG-750-BPM   CG-750-FPL

CG-750L-INV  1150mm 1450mm   750mm 1120mm 1420mm   750mm 35kg CG-750-SPL   CG-750-FPL
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